
MOBITEK® Q25
4G Modem

Connectivity:

1. Serial port (RS-232)
2. USB port; and
3. LAN port

Module Manufacturer:

MOBITEK System Sdn .Bhd. (207015-D)
6th Floor, Suite 16, IOI Business Park,

Persiaran Puchong Jaya Selatan, Bandar Puchong Jaya, Puchong 47170, Selangor, Malaysia.
Tel : +6-03-80644288   Fax : +6-03-80642109   e-mail : sales@mobitek.my

Private and Confidential         Edition no. 1



MOBITEK® Q25
4G Modem

Cellular Network

Protocols Supported:

• TCP
• UDP
• PPP
• FTP
• HTTP
• NTP
• PING
• QMI

• NITZ
• SMTP
• MQTT
• CMUX
• HTTPS
• FTPS
• SMTPS
• SSL
• MMS/FILE

Voice, Data and SMS

feature:

• Circuit Switched Data (CSD) service
• Automatic fax group 3 (Class 1 and Class 2):
• MNP2, V.42bis
• Text and PDU SMS
• Point to point SMS (MT/MO)
• UCS2 Character Set Management

AT Command: • 3GPP TS 27.005
• 3GPP TS 27.007
• Enhanced AT Commands
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MOBITEK® Q25
4G Modem

Key Benefits:

Other feature:
• Operating status LED
• Casing: Aluminium alloy

Interfaces:

• SIM drawer: 1.8 / 3.0 V
• RS-232C on 15-pin sub-D: support 
• USB 2.0 on mini-B female connector (slave only) 
• Micro-Fit™ 4-pin connector:

◦ Power supply (on 2 pins)
◦ 2 x digital input / output (on 2 pins)

• SMA antenna connector (50 Ω): Cellular 

Dimensions:
• Size without connectors: 71 mm x 54 mm x 25 mm 
• Weight: 90 g

Temperature range: • Operating (in C / F): -30 ~ +75 / -22 ~ +167

Power supply: • Input voltage: 5 to 32 V DC
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